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B PN10 Wafer Type Central Line Butterfly Valve

Products Specification

Valve Name Soft Seat Butterfly Valve
Pressure Class PN10

Valve Nominal Size DN50-DN600
Design Standard EN593

Test Standard EN12266
Connection Standard EN1092

Valve Actuator Lever, Worm Gear
Valve Connection Wafer

Valve Structure Central Line

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

fem Patfame o o cs S8 cE5, cFs cram n’
1 Body Cl DI WCB WCB WCB CF8 CF8M

2 Disc Cl DI WCB CF8 CF8M CF8 CF8M

3 Stem 416 416 420 F304 F316 F304 F316

4  Seat NBR / EPDM / Viton

5 Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi-direction seal effort. L
2. Valve max working pressure :10Bar.

3. Valve Seat is soft ring, can be replaced.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.
5

6

. There are 10 lock position for handle.
. As per client's requirement, For Cl, DI, CS body valve, Disc can be coated with some material.

Dimension
Nominal Face to Height from Height from Handle Hand wheel Torque Top
Diameter Face Pipe Center Pipe Center to Length Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) (mm) ISO-No.
2"(DN50) 43 165 82 275 10 130 FO7
21/2"(DN65) 46 175 88 275 18 230 FO7
3"(DN80) 46 180 97 275 25 340 Fo7
4"(DN100) 52 200 114 280 30 648 FO7
5'(DN125) 56 215 127 290 80 1250 Fo7
6'(DN150) 56 235 140 290 110 1830 F10
8"'(DN200) 60 280 174 390 190 3400 F10
8'(DN200) 60 286 174 300 190 3400 F10
10"(DN250) 68 275 200 300 360 5270 F10
12"(DN300) 78 320 225 300 760 7590 F12
14"(DN350) 78 360 240 355 820 10332 F12
16"(DN400) 102 410 300 500 1180 13727 F14
18"(DN450) 114 455 325 500 1320 17372 F16
20'(DN500) 127 510 360 600 2077 21447 F16
24"'(DN600) 154 535 430 600 4200 30884 F16
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B PN10 Large Size Wafer Type Central Line Butterfly Valve

Products Specification

Valve Name Soft Seat Butterfly Valve
Pressure Class PN10

Valve Nominal Size DN700-DN1500
Design Standard EN593

Test Standard EN12266
Connection Standard EN1092

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Central Line

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

tem PartNeme oo cs S oS5, crs crau
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc Cl DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4 Seat NBR / EPDM / Viton

5  Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi—direction seal effort.

2. Valve max working pressure : 10Bar.

3. Valve Seat is fixed on body, can't be replaced.

4. Pin connection for disc and stem, make sure operation smooth.
5. Advice large size disc material is Stainless steel.

Dimension
Nominal Face to Height from Height from Hand wheel TaGILE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.

28'(DN700) 165 620 470 700 4800 42038 F25
30"(DN750) 190 645 520 700 6200 48258 F25
32'(DN800) 190 705 580 700 8000 54900 F25
36"(DN900) 203 760 600 760 11000 69490 F25
40"(DN1000) 216 735 655 760 13800 80420 F25
48'(DN1200) 254 930 790 800 18920 123600 F30
56"(DN1400) 279 1110 920 800 24500 202480 F35
60'(DN1500) 279 1165 975 800 29360 232400 F35
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B PN10 Double Flange Type Central Line Butterfly Valve

Products Specification
Valve Name Soft Seat Butterfly Valve

Pressure Class PN10

Valve Nominal Size DN50-DN600

Design Standard EN593

Test Standard EN12266

EN1092

Lever, Worm Gear

Connection Standard

Valve Actuator

Valve Connection Double Flange
Central Line

Water, Air, Oil, Gas, Steam, etc

Valve Structure

Products Main Parts List

Part Material

fem Patfame oo cs S8 &S, crs crawm
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc (¢]] DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4  Seat NBR / EPDM / Viton

5 Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi—direction seal effort. L
2. Valve max working pressure : less than 12Inch is 20Bar, other is 16Bar.

3. Valve Seat is soft ring, can be replaced.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.
5

6

. There are 10 lock position for handle.
. As per client's requirement, For Cl, DI, CS body valve, Disc can be coated with some material.

Dimension
Nominal Face to Height from Height from Handle Hand wheel Torque Top
Diameter Face Pipe Center Pipe Center to Length Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) (mm) ISO-No.
2'(DN50) 108 150 65 275 10 130 FO7
21/2"(DN65) 112 165 80 275 18 230 FO7
3"(DN80) 114 172 100 275 25 340 FO7
4"(DN100) 127 178 114 280 30 648 FO7
5'(DN125) 140 210 122 290 80 1250 FO7
6'(DN150) 140 235 130 290 110 1830 F10
8"(DN200) 152 266 155 390 190 3400 F10
8'(DN200) 152 275 155 300 190 3400 F10
10"(DN250) 165 280 200 300 360 5270 F10
12"(DN300) 178 395 218 300 760 7590 F12
14"(DN350) 190 413 255 355 820 10332 F12
16"(DN400) 216 415 280 500 1180 13727 F14
18"(DN450) 222 450 305 500 1320 17372 F16
20"(DN500) 229 490 380 600 2077 21447 F16
24"(DN600) 267 550 445 600 4200 30884 F16
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B PN10 Large Size Double Flange Type Central Line Butterfly Valve

Products Specification

Valve Name Soft Seat Butterfly Valve
Pressure Class PN10

Valve Nominal Size DN700-DN1800
Design Standard EN593

Test Standard EN12266
Connection Standard EN1092

Valve Actuator Worm Gear

Valve Connection Double Flange
Valve Structure Central Line

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material
Item  Part Name cs csS

Cl DI CS CF8 CF8Mm CF8 CF8M
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc Cl DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4 Seat NBR / EPDM / Viton
5 Stem Packing PTFE
6  Operator Part
Products Description

1. Central line butterfly valve hold real bi—direction seal effort.

2. Valve max working pressure : 10Bar.

3. Valve Seat is fixed on body, can't be replaced.

4. Pin connection for disc and stem, make sure operation smooth.
5. Advice large size disc material is Stainless steel.

Dimension
DNominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
28"'(DN700) 292 620 470 700 4800 42038 F25
30'(DN750) 318 645 520 700 6200 48258 F25
32'(DN800) 318 705 580 700 8000 54900 F25
36'(DN900) 330 760 600 760 11000 69490 F25
40"(DN1000) 410 735 655 760 13800 80420 F25
48'(DN1200) 470 930 790 812 18920 123600 F30
56"(DN1400) 530 1110 920 812 24500 202480 F35
60"(DN1500) 530 1165 975 812 29360 232400 F35
64"(DN1600) 610 1295 1010 914 65000 278700 F35
72'(DN1800) 670 1475 1115 914 75000 352760 F40
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B PN16 Wafer Type Central Line Butterfly Valve

Products Specification
Valve Name Soft Seat Butterfly Valve

Pressure Class PN16

Valve Nominal Size DN50-DN600

Design Standard EN593

Test Standard EN12266

EN1092

Lever, Worm Gear

Connection Standard

Valve Actuator

Valve Connection Wafer
Central Line

Water, Air, Oil, Gas, Steam, etc

Valve Structure

Products Main Parts List

Part Material

fem Patfame oo cs S8 &S, crs crawm
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc (¢]] DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4  Seat NBR / EPDM / Viton

5 Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi—direction seal effort. L
2. Valve max working pressure :10Bar.

3. Valve Seat is soft ring, can be replaced.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.
5

6

. There are 10 lock position for handle.
. As per client's requirement, For Cl, DI, CS body valve, Disc can be coated with some material.

Dimension
Nominal Face to Height from Height from Handle Hand wheel Torque Top
Diameter Face Pipe Center Pipe Center to Length Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) (mm) ISO-No.
2'(DN50) 43 165 82 275 10 130 FO7
21/2"(DN65) 46 175 88 275 18 230 FO7
3"(DN80) 46 180 97 275 25 340 FO7
4"(DN100) 52 200 114 280 30 648 FO7
5"(DN125) 56 215 127 290 80 1250 FO7
6'(DN150) 56 235 140 290 110 1830 F10
8"(DN200) 60 280 174 390 190 3400 F10
8'(DN200) 60 286 174 300 190 3400 F10
10"(DN250) 68 275 200 300 360 5270 F10
12"(DN300) 78 320 225 300 760 7590 F12
14"(DN350) 78 360 240 355 820 10332 F12
16"(DN400) 102 410 300 500 1180 13727 F14
18"(DN450) 114 455 325 500 1320 17372 F16
20"(DN500) 127 510 360 600 2077 20105 F16
24"(DN600) 154 535 430 600 4200 28952 F16
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B PN16 Large Size Wafer Type Central Line Butterfly Valve

Products Specification

Valve Name Soft Seat Butterfly Valve
Pressure Class PN16

Valve Nominal Size DN700-DN1500
Design Standard EN593

Test Standard EN12266
Connection Standard EN1092

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Central Line

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

tem PartNeme oo cs S oS5, crs crau
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc Cl DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4 Seat NBR / EPDM / Viton

5  Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi—direction seal effort.

2. Valve max working pressure : 10Bar.

3. Valve Seat is fixed on body, can't be replaced.

4. Pin connection for disc and stem, make sure operation smooth.
5. Advice large size disc material is Stainless steel.

Dimension
Nominal Face to Height from Height from Hand wheel ToreuE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 165 620 470 700 4800 42038 F25
30"(DN750) 190 645 520 700 6200 48258 F25
32'(DN800) 190 705 580 700 8000 54900 F25
36"(DN900) 203 760 600 760 11000 69490 F25
40"(DN1000) 216 735 655 760 13800 80420 F25
48'(DN1200) 254 930 790 800 18920 123600 F30
56"(DN1400) 279 1110 920 800 24500 202480 F35
60'(DN1500) 279 1165 975 800 29360 232400 F35
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B PN16 Double Flange Type Central Line Butterfly Valve

Products Specification
Valve Name Soft Seat Butterfly Valve

Pressure Class PN16

Valve Nominal Size DN50-DN600

Design Standard EN593

Test Standard EN12266

EN1092

Lever, Worm Gear

Connection Standard

Valve Actuator

Valve Connection Double Flange
Central Line

Water, Air, Oil, Gas, Steam, etc

Valve Structure

Products Main Parts List

Part Material

fem Patfame oo cs S8 &S, crs crawm
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc (¢]] DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4  Seat NBR / EPDM / Viton

5 Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi—direction seal effort. L
2. Valve max working pressure : less than 12Inch is 20Bar, other is 16Bar.

3. Valve Seat is soft ring, can be replaced.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.
5

6

. There are 10 lock position for handle.
. As per client's requirement, For Cl, DI, CS body valve, Disc can be coated with some material.

Dimension
Nominal Face to Height from Height from Handle Hand wheel Torque Top
Diameter Face Pipe Center Pipe Center to Length Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) (mm) ISO-No.
2'(DN50) 108 150 65 275 10 130 FO7
21/2"(DN65) 112 165 80 275 18 230 FO7
3"(DN80) 114 172 100 275 25 340 FO7
4"(DN100) 127 178 114 280 30 648 FO7
5'(DN125) 140 210 122 290 80 1250 FO7
6'(DN150) 140 235 130 290 110 1830 F10
8"(DN200) 152 266 155 390 190 3400 F10
8'(DN200) 152 275 155 300 190 3400 F10
10"(DN250) 165 280 200 300 360 5270 F10
12"(DN300) 178 395 218 300 760 7590 F12
14"(DN350) 190 413 255 355 820 10332 F12
16"(DN400) 216 415 280 500 1180 13727 F14
18"(DN450) 222 450 305 500 1320 17372 F16
20"(DN500) 229 490 380 600 2077 20105 F16
24"(DN600) 267 550 445 600 4200 28952 F16
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B PN16 Large Size Double Flange Type Central Line Butterfly Valve

Products Specification

Valve Name Soft Seat Butterfly Valve
Pressure Class PN16

Valve Nominal Size DN700-DN1800
Design Standard EN593

Test Standard EN12266
Connection Standard EN1092

Valve Actuator Worm Gear

Valve Connection Double Flange
Valve Structure Central Line

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material
Item  Part Name cs csS

Cl DI CS CF8 CF8Mm CF8 CF8M
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc Cl DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4 Seat NBR / EPDM / Viton
5 Stem Packing PTFE
6  Operator Part
Products Description

1. Central line butterfly valve hold real bi—direction seal effort.

2. Valve max working pressure : 10Bar.

3. Valve Seat is fixed on body, can't be replaced.

4. Pin connection for disc and stem, make sure operation smooth.
5. Advice large size disc material is Stainless steel.

Dimension
DNominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
28"'(DN700) 292 620 470 700 4800 42038 F25
30'(DN750) 318 645 520 700 6200 48258 F25
32'(DN800) 318 705 580 700 8000 54900 F25
36'(DN900) 330 760 600 760 11000 69490 F25
40"(DN1000) 410 735 655 760 13800 80420 F25
48'(DN1200) 470 930 790 812 18920 123600 F30
56"(DN1400) 530 1110 920 812 24500 202480 F35
60"(DN1500) 530 1165 975 812 29360 232400 F35
64"(DN1600) 610 1295 1010 914 65000 278700 F35
72'(DN1800) 670 1475 1115 914 75000 352760 F40
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B 150# Wafer Type Central Line Butterfly Valve

Products Specification

Valve Name Soft Seat Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard API 598
Connection Standard ASME B16.5
Valve Actuator Lever, Worm Gear
Valve Connection Wafer

Valve Structure Central Line

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

fem Patfame oo cs S8 &S, crs crawm
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc (¢]] DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4  Seat NBR / EPDM / Viton

5 Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi—direction seal effort. L
2. Valve max working pressure : less than 12Inch is 20Bar, other is 16Bar.

3. Valve Seat is soft ring, can be replaced.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.
5

6

. There are 10 lock position for handle.
. As per client's requirement, For Cl, DI, CS body valve, Disc can be coated with some material.

Dimension
Nominal Face to Height from Height from Handle Hand wheel Torque Top
Diameter Face Pipe Center Pipe Center to Length Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) (mm) ISO-No.
2'(DN50) 43 165 82 275 10 130 FO7
21/2"(DN65) 46 175 88 275 18 230 FO7
3"(DN80) 46 180 97 275 25 340 FO7
4"(DN100) 52 200 114 280 30 648 FO7
5"(DN125) 56 215 127 290 80 1250 FO7
6'(DN150) 56 235 140 290 110 1830 F10
8"(DN200) 60 280 174 390 190 3400 F10
8'(DN200) 60 286 174 300 190 3400 F10
10"(DN250) 68 275 200 300 360 5270 F10
12"(DN300) 78 320 225 300 760 7590 F12
14"(DN350) 78 360 240 355 820 10332 F12
16"(DN400) 102 410 300 500 1180 13727 F14
18"(DN450) 114 455 325 500 1320 17372 F16
20"(DN500) 127 510 360 600 2077 21447 F16
24"(DN600) 154 535 430 600 4200 30884 F16
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B 150# Large Size Wafer Type Central Line Butterfly Valve

Products Specification

Valve Name Soft Seat Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 28"-60"

Design Standard API1609

Test Standard API 598
Connection Standard ASME B16.47
Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Central Line

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

tem PartNeme oo cs S oS5, crs crau
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc Cl DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4 Seat NBR / EPDM / Viton

5  Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi—direction seal effort.

2. Valve max working pressure : 10Bar.

3. Valve Seat is fixed on body, can't be replaced.

4. Pin connection for disc and stem, make sure operation smooth.
5. Advice large size disc material is Stainless steel.

Dimension
Nominal Face to Height from Height from Hand wheel ToreuE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 165 620 470 700 4800 42038 F25
30"(DN750) 190 645 520 700 6200 48258 F25
32'(DN800) 190 705 580 700 8000 54900 F25
36"(DN900) 203 760 600 760 11000 69490 F25
40"(DN1000) 216 735 655 760 13800 80420 F25
48'(DN1200) 254 930 790 812 18920 123600 F30
56"(DN1400) 279 1110 920 812 24500 202480 F35
60'(DN1500) 279 1165 975 812 29360 232400 F35
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B 150# Double Flange Type Central Line Butterfly Valve

Products Specification

Valve Name Soft Seat Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard API 598
Connection Standard ASME B16.5

Valve Actuator Lever, Worm Gear

Valve Connection Double Flange
Central Line

Water, Air, Oil, Gas, Steam, etc

Valve Structure

Products Main Parts List

Part Material

fem Patfame oo cs S8 &S, crs crawm
1 Body Cl DI WCB WCB WCB CF8 CF8M
2 Disc (¢]] DI WCB CF8 CF8M CF8 CF8M
3 Stem 416 416 420 F304 F316 F304 F316
4  Seat NBR / EPDM / Viton

5 Stem Packing PTFE

6  Operator Part

Products Description

1. Central line butterfly valve hold real bi—direction seal effort. L
2. Valve max working pressure : less than 12Inch is 20Bar, other is 16Bar.

3. Valve Seat is soft ring, can be replaced.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.
5

6

. There are 10 lock position for handle.
. As per client's requirement, For CI, DI, CS body valve, Disc can be coated with some material.

Dimension
Nominal Face to Height from Height from Handle Hand wheel Torque Top
Diameter Face Pipe Center Pipe Center to Length Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) (mm) ISO-No.
2'(DN50) 108 150 65 275 10 130 FO7
21/2"(DN65) 112 165 80 275 18 230 FO7
3"(DN80) 114 172 100 275 25 340 FO7
4"(DN100) 127 178 114 280 30 648 FO7
5'(DN125) 140 210 122 290 80 1250 FO7
6'(DN150) 140 235 130 290 110 1830 F10
8"(DN200) 152 266 155 390 190 3400 F10
8'(DN200) 152 275 155 300 190 3400 F10
10"(DN250) 165 280 200 300 360 5270 F10
12"(DN300) 178 395 218 300 760 7590 F12
14"(DN350) 190 413 255 355 820 10332 F12
16"(DN400) 216 415 280 500 1180 13727 F14
18"(DN450) 222 450 305 500 1320 17372 F16
20"(DN500) 229 490 380 600 2077 21447 F16
24"(DN600) 267 550 445 600 4200 30884 F16
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B 150# Large Size Double Flange Type Central Line Butterfly Valve

Products Specification
Valve Name
Pressure Class
Valve Nominal Size
Design Standard
Test Standard
Connection Standard
Valve Actuator
Valve Connection

Valve Structure

Soft Seat Butterfly Valve

150Lb
28"-60"
API609
AP| 598
ASME B16.47
Worm Gear
Double Flange

Central Line

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Item  Part Name

Cl

1 Body Cl
Disc Cl
Stem 416

Seat
Stem Packing

D o0 B~ W N

Operator

Products Description

Part Material

bl cs &5 o5, cFs
DI WwCB WCB WCB CF8
DI WCB CF8 CF8M CF8
416 420 F304 F316 F304
NBR / EPDM / Viton
PTFE
Part

1. Central line butterfly valve hold real bi—direction seal effort.
2. Valve max working pressure : 10Bar.
3. Valve Seat is fixed on body, can't be replaced.

4. Pin connection for disc and stem, make sure operation smooth.
5. Advice large size disc material is Stainless steel.

Dimension
Nominal Face to
Diameter Face
(mm) Length
28"(DN700) 292
30"(DN750) 318
32'(DN800) 318
36"'(DN900) 330
40"(DN1000) 410
48"(DN1200) 470
56"(DN1400) 530
60"(DN1500) 530

Page 12

Height from
Pipe Center
(mm)

625

645

695

740

825

930

1100

1165

Height from
Pipe Center to
Bottom(mm)

500
520
572
617
710
790
895

6

CF8M

CF8M
CF8M
F316

Hand wheel
Diameter
(mm)

700
700
700
760
760
800
800

800

Torque
(N.M)

4800

6200

8000

11000

13800

18920

24500

29360

Cv

42038

48258

54900

69490

80420

123600

202480

232400

Top
Flange
ISO-No.

F25

F25

F25

F25

F25

F30

F35

F35




www.ningbo-valve.com

B 150# Wafer Type High Performance Butterfly Valve

Products Specification

Valve Name High performance Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard APl 598

Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure High performance

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name CCFSS ngM CEs CEaM
1 Body WCB WCB WCB CF8 CF8Mm
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat PTFE/RPTFE ~
5 Stem Packing PTFE N =
6  Operator Worm gear .
?
Products Description \ T Y/ /
1. High performance type, can be Fire—safe or Non fire—safe type. T B
2. Valve operation torque is a little lighter than Metal to Metal seal.

3. Valve Seat material can be PTFE, RPTFE etc.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.

Dimension
I:l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2"(DN50) 43 195 64 203 24 65 FO7
21/2"(DN65) 46 200 80 203 35 113 FO7
3"(DN80) 48 215 85 203 47 172 Fo7
4"(DN100) 54 242 92 203 75 385 FO7
5'(DN125) 57 255 120 203 112 658 FO7
6'(DN150) 57 305 147 203 169 1050 F10
8"(DN200) 64 350 185 305 325 2180 F10
10"(DN250) 71 370 200 305 558 3280 F12
12'(DN300) 81 425 222 406 1200 5100 F14
14"(DN350) 92 460 247 508 1620 5800 F14
16"(DN400) 102 510 316 508 2130 9287 F16
18"(DN450) 114 545 342 610 3100 11400 F16
20"(DN500) 127 565 372 610 4000 13800 F16
24'(DN600) 154 675 440 610 5800 21600 F25
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N v F® NINGBO VALVE FACTORY

B 150# Large Size Wafer Type High Performance Butterfly Valve

Products Specification
Valve Name
Pressure Class
Valve Nominal Size
Design Standard
Test Standard
Connection Standard
Valve Actuator
Valve Connection

Valve Structure

150Lb
28'-60"
APIB09
API 598
ASME B16.47
Worm Gear
Wafer

High performance

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

ltem  Part Name CS ((;:[:58
1 Body WCB WCB
2 Disc WCB CF8
3 Stem 420 F304
4  Seat
5 Stem Packing
6  Operator

Products Description

1. High performance type, can be Fire—safe or Non fire—safe type.

Part Material
CS

CF8M O
WCB CF8
CF8M CF8
F316 F304
PTFE/RPTFE
PTFE
Worm gear

2. Valve operation torque is a little lighter than Metal to Metal seal.
3. Valve Seat material can be PTFE, RPTFE etc.
4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.

Dimension
Nominal Face to Height from Height from
Diameter Face Pipe Center Pipe Center to
(mm) Length (mm) Bottom(mm)
28'(DN700) 165 770 505
30"(DN750) 190 795 528
32'(DN800) 190 845 600
36"(DN900) 203 875 645
40"(DN1000) 216 975 700
48'(DN1200) 254 1170 830
56"(DN1400) 318 1290 980
60"(DN1500) 318 1375 1030
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High performance Butterfly Valve

CF8M

CF8M
CF8M
F316

Hand wheel
Diameter
(mm)

711
711
711
711
762
812
914

914

H2

Torque
(N.M)

6850

7960

95680

10210

14620

24800

39400

40800

Cv

28080

38740

44070

556800

68860

99200

138000

164300

SN -
N
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Top
Flange
ISO-No.

F25
F25
F25
F25
F30
F30
F35

F35



www.ningbo-valve.com

B 300# Wafer Type High Performance Butterfly Valve

Products Specification

Valve Name High performance Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard APl 598

Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure High performance

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name CCFSS ngM CEs CEaM
1 Body WCB WCB WCB CF8 CF8Mm
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat PTFE/RPTFE ~
5 Stem Packing PTFE N =
6  Operator Worm gear .
?
Products Description \ T Y/ /
1. High performance type, can be Fire—safe or Non fire—safe type. T B
2. Valve operation torque is a little lighter than Metal to Metal seal.

3. Valve Seat material can be PTFE, RPTFE etc.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.

Dimension
I:l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2"(DN50) 43 195 64 203 70 65 FO7
21/2"(DN65) 48 200 80 203 95 113 FO7
3"(DN80) 48 215 85 203 112 172 Fo7
4"(DN100) 54 242 92 203 146 385 FO7
5'(DN125) 59 255 120 203 248 658 FO7
6'(DN150) 59 320 178 305 378 1050 F10
8"(DN200) 73 365 210 406 852 1895 F12
10"(DN250) 83 430 235 508 1390 3050 F14
12'(DN300) 92 470 282 610 2200 4800 F16
14"(DN350) 117 545 312 610 3450 5395 F16
16"(DN400) 133 580 349 610 4080 7900 F25
18"(DN450) 149 620 386 711 5920 10086 F25
20"(DN500) 159 670 410 711 7900 11300 F25
24'(DN600) 181 715 480 711 11800 16980 F25
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N v F® NINGBO VALVE FACTORY

B 300# Large Size Wafer Type High Performance Butterfly Valve

Products Specification

Valve Name High performance Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard API 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure High performance

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

M
Part Material \
ltem  Part Name cs cs ‘
CS CF8 CF8M CF8 CF8Mm ‘
1 Body WCB WCB WCB CF8 CF8M ’T
2 Disc WCB CF8 CF8M CF8 CF8M ‘ \
3 Stem 420 F304 F316 F304 F316 ‘
4  Seat PTFE/RPTFE ~ v
5 Stem Packing PTFE
// S
6  Operator Worm gear \ ’4 Z
Products Description \ | / ==
1. High performance type, can be Fire—safe or Non fire—safe type. T 1. ‘
2. Valve operation torque is a little lighter than Metal to Metal seal. !
3. Valve Seat material can be PTFE, RPTFE etc. R
4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.
Dimension
Nominal Face to Height from Height from Hand wheel ToreuE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 229 890 510 812 18000 23000 F30
30"(DN750) 229 930 600 812 24245 26520 F35
32'(DN800) 241 990 630 812 26750 31200 F35
36"(DN900) 241 1050 680 914 29380 39450 F35
40"(DN1000) 300 1120 735 914 38900 50160 F40
48'(DN1200) 350 1180 880 914 50690 74500 F40
56"(DN1400) 390 1360 980 914 82120 107450 F40
60"(DN1500) 440 1410 1030 1016 98200 124300 F48
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www.ningbo-valve.com

B 600# Wafer Type High Performance Butterfly Valve

Products Specification

Valve Name High performance Butterfly Valve
Pressure Class 600Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard APl 598

Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure High performance

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name CCFSS ngM CEs CEaM
1 Body WCB WCB WCB CF8 CF8Mm
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat PTFE/RPTFE ~
5 Stem Packing PTFE N =
6  Operator Worm gear .
?
Products Description \ T Y/ /
1. High performance type, can be Fire—safe or Non fire—safe type. T B
2. Valve operation torque is a little lighter than Metal to Metal seal.

3. Valve Seat material can be PTFE, RPTFE etc.

4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.

Dimension
I:l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2"(DN50) 54 225 82.5 203 125 48 FO7
21/2"(DN65) 54 245 95 203 130 86 FO7
3"(DN80) 54 275 105 203 145 132 Fo7
4"(DN100) 64 275 137.5 203 189 270 FO7
5'(DN125) 78 325 165 406 630 580 F10
6'(DN150) 78 385 200 406 720 850 F12
8"(DN200) 102 435 232 508 1250 1400 F14
10"(DN250) 117 510 277 610 2720 2010 F16
12'(DN300) 140 535 302 610 4688 2980 F25
14"(DN350) 155 617 329 610 5237 3900 F25
16"(DN400) 178 665 432 711 8980 5000 F25
18"(DN450) 200 715 463 762 12090 6000 F25
20"(DN500) 216 730 492 812 16200 8000 F30
24'(DN600) 232 895 525 812 24100 11000 F30
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N v F® NINGBO VALVE FACTORY

B 600# Large Size Wafer Type High Performance Butterfly Valve

Products Specification

Valve Name High performance Butterfly Valve
Pressure Class 600Lb

Valve Nominal Size 28"-60"

Design Standard APIB09

Test Standard API 598

Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure High performance

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

M
Part Material \
ltem  Part Name cs cs ‘
CS CF8 CF8M CF8 CF8Mm ‘
1 Body WCB WCB WCB CF8 CF8M 1 ’T
2 Disc WCB CF8 CF8M CF8 CF8M ‘ \
3 Stem 420 F304 F316 F304 F316 ‘
4  Seat PTFE/RPTFE ~ v
5 Stem Packing PTFE
// S
6  Operator Worm gear \ ’4 Z
Products Description \ | / ==
1. High performance type, can be Fire—safe or Non fire—safe type. T 1. ‘
2. Valve operation torque is a little lighter than Metal to Metal seal. !
3. Valve Seat material can be PTFE, RPTFE etc. R
4. Disc and Stem connection, there are two kinds: Without pin, Pin connection.
Dimension
Nominal Face to Height from Height from Hand wheel ToreuE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 292 925 545 914 33800 13000 F35
30"(DN750) 318 965 565 914 41300 15400 F35
32'(DN800) 318 1020 670 914 56000 17500 F40
36"(DN900) 330 1190 730 1016 86000 22360 F48
40"(DN1000) 410 1220 735 1016 108000 27600 F48
48'(DN1200) 470 1280 860 1016 145000 39750 F60
56"(DN1400) 530 1415 980 1016 187000 57261 Feo
60"(DN1500) 600 1450 1030 1016 228000 65800 Feo
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B 150# Wafer Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 150Lb
Valve Nominal Size 2'-24"
Design Standard API609
Test Standard APl 598

ASME B16.5

Lever, Worm Gear

Connection Standard
Valve Actuator

Valve Connection Wafer
Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name cs CCFSg ngM CFs CFsM
1 Body WCB WCB WCB CF8 CF8Mm
2 Disc WCB CF8 CF8M CF8 CF8Mm
3 Stem 420 F304 F316 F304 F316
4 Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8  Operator Worm Gear

Products Description
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel
Diameter Face Pipe Center Pipe Center to Diameter
(mm) Length (mm) Bottom(mm) (mm)
2"(DN50) 43 210 75 203
21/2"(DN65) 46 220 90 203
3"(DN80) 48 230 95 203
4"(DN100) 54 240 115 203
5'(DN125) 56 296 138 305
6'(DN150) 57 310 147 305
8"(DN200) 64 350 185 406
10"(DN250) 71 402 215 406
12"(DN300) 81 455 252 508
14"(DN350) 92 505 287 508
16"(DN400) 102 560 317 610
18"(DN450) 114 565 342 610
20"(DN500) 127 605 372 610
24"(DN600) 154 675 440 711

www.ningbo-valve.com

[
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T
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NN

222

ToAUe G, pange

ISO-No.
26 58 FO7
32 109 FO7
80 165 FO7
142 318 FO7
264 648 F10
362 932 F10
785 1970 F12
1080 2689 F14
1510 3930 F14
2458 5290 F16
2850 7726 F25
4536 9856 F25
5474 12180 F25
8240 19800 F25
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N v F® NINGBO VALVE FACTORY

B 150# Large Size Wafer Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 28"-60"

Design Standard API1609

Test Standard API 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name CS g;:sg CEEM CFs CE8M

1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 \
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body &/ )
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite ;“g
6 Pin 420 F304 F316 F304 F316 Ig |
7  Stem Packing PTFE/Graphite 2“%
8  Operator Worm Gear 3‘"?‘

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel ToreuE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 165 770 505 711 11682 27600 F30
30"(DN750) 190 795 528 762 14340 33700 F30
32'(DN800) 190 845 600 762 17856 35800 F30
36"(DN900) 203 875 645 812 23345 45600 F30
40"(DN1000) 216 975 700 812 28200 65320 F35
48'(DN1200) 254 1170 830 914 44400 96000 F40
56"(DN1400) 318 1290 980 914 64240 139700 F40
60'(DN1500) 318 1375 1030 914 73520 160380 F40
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B 300# Wafer Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 2'-24"

Design Standard APl 609

Test Standard APl 598
Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name cs CCFSg ngM CFs CFsM
1 Body WCB WCB WCB CF8 CF8Mm
2 Disc WCB CF8 CF8M CF8 CF8Mm
3 Stem 420 F304 F316 F304 F316
4 Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8  Operator Worm Gear

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel
Diameter Face Pipe Center Pipe Center to Diameter
(mm) Length (mm) Bottom(mm) (mm)
2"(DN50) 43 210 82.5 203
21/2"(DN65) 46 225 95 203
3"(DN80) 48 240 105 203
4"(DN100) 54 255 127.5 203
5'(DN125) 56 315 153 305
6'(DN150) 59 345 178 305
8"(DN200) 73 400 216 508
10"(DN250) 83 455 247 508
12"(DN300) 92 495 282 610
14"(DN350) 117 55 312 610
16"(DN400) 133 580 349 711
18"(DN450) 149 620 386 762
20"(DN500) 159 670 410 762
24"(DN600) 181 760 491 762

www.ningbo-valve.com
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ISO-No.
78 58 FO7
88 109 FO7
144 165 FO7
258 318 FO7
412 648 F10
798 682 F12
1960 1230 F14
2270 2370 F16
2780 3520 F16
5680 4782 F25
6835 6280 F25
7356 7980 F30
10518 10800 F30
18393 16180 F30
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N v F® NINGBO VALVE FACTORY

B 300# Large Size Wafer Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 28"-60"

Design Standard API1609

Test Standard API 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name CS g;:sg CEEM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body E 4,
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite 7‘%
6 Pin 420 F304 F316 F304 F316 ilé |
7  Stem Packing PTFE/Graphite é“g
8  Operator Worm Gear 7-/

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel ToreuE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 229 890 510 812 27478 22410 F35
30"(DN750) 229 930 600 812 32971 27090 F35
32'(DN800) 241 990 630 914 41150 33050 F40
36"'(DN900) 241 1050 670 914 53700 42090 F40
40"(DN1000) 300 1120 735 914 68370 48964 F40
48'(DN1200) 350 1180 880 1016 92970 69350 F48
56"(DN1400) 390 1360 940 1016 141600 94390 F48
60'(DN1500) 440 1410 1030 1016 128000 108400 F48
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B 600# Wafer Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 600Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name cs cs
CS CFs CFaM CF8 CF8M
1 Body WCB  WCB WCB CF8  CF8M -
2 Disc WCB CF8 CF8M CF8 CF8M b
3 Stem 420 F304 F316 F304 F316 § §
SHN
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body 9 ;‘
5 Seal Ring SS304+Graphite  $S316+Graphite  $S304+Graphite 7“”?
é
6 Pin 420 F304 F316 F304 F316 ;
é
7  Stem Packing PTFE/Graphite é“?
8  Operator Worm Gear k [
VN

Products Description
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
I:l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2"(DN50) 54 225 82.5 203 162 42 FO7
21/2"(DN65) 54 245 95 203 208 72 FO7
3"(DN80) 54 275 105 305 340 107 F10
4"(DN100) 64 275 137.5 406 633 250 F12
5'(DN125) 78 325 165 508 960 416 F12
6'(DN150) 78 385 200 508 1630 600 F16
8"(DN200) 102 435 232 610 3540 1079 F16
10"(DN250) 114 510 277 610 5462 1708 F25
12'(DN300) 140 535 302 610 6018 2620 F25
14"(DN350) 155 617 329 711 10913 4062 F25
16"(DN400) 178 665 432 762 15757 5292 F30
18"(DN450) 200 715 463 812 19805 7395 F35
20"(DN500) 216 730 492 812 25808 9320 F35
24'(DN600) 232 895 525 914 44799 13578 F40
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N v F® NINGBO VALVE FACTORY

B 600# Large Size Wafer Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 600Lb

Valve Nominal Size 28"-60"

Design Standard API1609

Test Standard API 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name CS g;:sg CEEM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 §
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body 7 »,,
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite 7“-2
6 Pin 420 F304 F316 F304 F316 2
7  Stem Packing PTFE/Graphite L“_é
8  Operator Worm Gear EHQ

Products Description
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel ToreuE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 292 925 545 914 66593 20326 F40
30"(DN750) 318 965 565 1016 79506 23400 F48
32'(DN800) 318 1020 670 1016 90160 26370 F48
36"'(DN900) 330 1190 730 1016 117500 32816 F48
40"(DN1000) 410 1220 735 1016 155240 40518 F60
48'(DN1200) 470 1280 860 1016 227000 57460 F60
56"(DN1400) 530 1415 980 1016 278000 78210 F60
60'(DN1500) 600 1450 1030 1016 314000 89786 Feo
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B 900# Wafer Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 900Lb

Valve Nominal Size 4'-24"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Wafer

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name cs CCFSg CEBSM CFs CFsM
1 Body WCB WCB WCB CF8 CF8Mm
2 Disc WCB CF8 CF8M CF8 CF8Mm
3 Stem 420 F304 F316 F304 F316 §
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body k‘
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite %,
6 Pin 420 F304 F316 F304 F316 f
7  Stem Packing PTFE/Graphite ;
8  Operator Worm Gear fl

Products Description

1. Triple Offsets, Laminate Seal Ring with HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
I:l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
4"(DN100) 92 350 180 406 836 210 F14
5"(DN125) 102 395 210 508 1580 348 F16
6"(DN150) 102 410 225 508 2180 500 F16
8"(DN200) 140 455 270 610 4692 923 F16
10"(DN250) 155 510 310 711 6596 1430 F25
12'(DN300) 178 5B 340 762 7955 2148 F30
14"(DN350) 290 580 365 812 17838 3025 F30
16"(DN400) 310 610 400 812 23600 4130 F35
18"(DN450) 330 650 445 914 33734 5692 F35
20"(DN500) 350 700 487 914 44707 7430 F40
24"(DN600) 350 920 580 914 67240 10700 F40
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B 150# Lug Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 2'-24"

Design Standard API1609

Test Standard API 598
Connection Standard ASME B16.5

Valve Actuator Lever, Worm Gear
Valve Connection Lug

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name CS g;:sg CESM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8  Operator Worm Gear

Products Description
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel
Diameter Face Pipe Center Pipe Center to Diameter
(mm) Length (mm) Bottom(mm) (mm)
2'(DN50) 43 210 75 203
21/2"(DNB5) 46 220 90 203
3'(DN80) 48 230 95 203
4"(DN100) 54 240 115 203
5'(DN125) 56 296 138 305
6'(DN150) 57 310 147 305
8'(DN200) 64 350 185 406
10"(DN250) 71 402 215 406
12"(DN300) 81 455 252 508
14"(DN350) 92 505 287 508
16"(DN400) 102 560 317 610
18"'(DN450) 114 565 342 610
20"(DN500) 127 605 372 610
24"(DN600) 154 675 440 711
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B 150# Large Size Lug Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Lug

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name oS CCFSg ngM - f——
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 \ §
4 Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body N §\‘
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite §==2’
6 Pin 420 F304 F316 F304 F316 “é
7  Stem Packing PTFE/Graphite g“é
8  Operator Worm Gear z‘"?‘

Products Description
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel TaiEUE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 165 770 505 711 11682 27600 F30
30"(DN750) 190 795 528 762 14340 33700 F30
32"(DN800) 190 845 600 762 17856 35800 F30
36"'(DN900) 203 875 645 812 23345 45600 F30
40"(DN1000) 216 975 700 812 28200 65320 F35
48'(DN1200) 254 1170 830 914 44400 96000 F40
56"(DN1400) 318 1290 980 914 64240 139700 F40
60"(DN1500) 318 1375 1030 914 73520 160380 F40
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B 300# Lug Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard API 598
Connection Standard ASME B16.5

Valve Actuator Lever, Worm Gear
Valve Connection Lug

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name cs cs

CS CF8 CF8M CF8 CF8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body =
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8  Operator Worm Gear ~
Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel
Diameter Face Pipe Center Pipe Center to Diameter
(mm) Length (mm) Bottom(mm) (mm)
2"(DN50) 43 210 82.5 203
21/2"(DNB5) 46 225 95 203
3'(DN80) 48 240 105 203
4"(DN100) 54 255 127.5 203
5'(DN125) 56 315 153 305
6'(DN150) 59 345 178 305
8"'(DN200) 73 400 216 508
10"(DN250) 83 455 247 508
12"(DN300) 92 495 282 610
14"(DN350) 117 555 312 610
16"(DN400) 133 580 349 711
18"'(DN450) 149 620 386 762
20"(DN500) 159 670 410 762
24"(DN600) 181 760 491 762
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B 300# Large Size Lug Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Lug

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name cs CCFSg ngM CFs CFsM
1 Body WCB WCB WCB CF8 CF8Mm 7
2 Disc WCB CF8 CF8M CF8 CF8Mm
3 Stem 420 F304 F316 F304 F316 \
4 Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body £ §
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite %,./g
6 Pin 420 F304 F316 F304 F316 ] ing |
7  Stem Packing PTFE/Graphite “g
8  Operator Worm Gear %

Products Description 3
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel TaiEUE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 229 890 510 812 27478 22410 F35
30"(DN750) 229 930 600 812 32971 27090 F35
32'(DN800) 241 990 630 914 41150 33050 F40
36"'(DN900) 241 1050 670 914 53700 42090 F40
40"(DN1000) 300 1120 735 914 68370 48964 F40
48'(DN1200) 350 1180 880 1016 92970 69350 F48
56"(DN1400) 390 1360 940 1016 141600 94390 F48
60"(DN1500) 440 1410 1030 1016 128000 108400 F48
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B 600# Lug Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve

Pressure Class 600Lb

Valve Nominal Size 2'-24"

Design Standard API1609

Test Standard API 598

Connection Standard ASME B16.5 ,
Valve Actuator Worm Gear 2
Valve Connection Lug {

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name cs cs

CS CF8 CF8M CF8 CF8M

1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB  CF8 CF8M CF8  CF8M > II

3 Stem 420 F304 F316 F304 F316 =
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body * N §\‘
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite éﬂégf
q:7
6 Pin 420 F304 F316 F304 F316 ] né
7  Stem Packing PTFE/Graphite “g
A1y
8  Operator Worm Gear _ 7";
T il |
NN
Products Description 4

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.

3. Leakage class for positive direction: Class VI.

Dimension
DN.ominal Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2'(DN50) 54 225 82.5 203 162 42 FO7
21/2"(DN65) 54 245 95 203 208 72 FO7
3'(DN80) 54 275 105 305 340 107 F10
4"(DN100) 64 275 137.5 406 633 250 F12
5'(DN125) 78 325 165 508 960 416 F12
6'(DN150) 78 385 200 508 1630 600 F16
8"'(DN200) 102 435 232 610 3540 1079 F16
10"(DN250) 114 510 277 610 5462 1708 F25
12"(DN300) 140 535 302 610 6018 2620 F25
14"(DN350) 155 617 329 711 10913 4062 F25
16"(DN400) 178 665 432 762 15757 5292 F30
18"(DN450) 200 715 463 812 19805 7395 F35
20"(DN500) 216 730 492 812 25808 9320 F35
24"'(DN600) 232 895 525 914 44799 13578 F40
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B 600# Large Size Lug Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 600Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Lug

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name oS CCFSg ngM - f——

1 Body WCB WCB WCB CF8 CF8M

2 Disc WCB CF8 CF8M CF8 CF8M N

3 Stem 420 F304 F316 F304 F316 \ \

4 Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body = § §‘

5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite E‘-.Z

6 Pin 420 F304 F316 F304 F316 in%

7  Stem Packing PTFE/Graphite ] “;

8 Operator Worm Gear < 2‘“5
Products Description 4

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel TaiEUE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 792 925 545 914 66593 20326 F40
30"(DN750) 318 965 565 1016 79506 23400 F48
32'(DN800) 318 1020 670 1016 90160 26370 F48
36"'(DN900) 330 1190 730 1016 117500 32816 F48
40"(DN1000) 410 1220 735 1016 155240 40518 F60
48'(DN1200) 470 1280 860 1016 227000 57460 F60
56"(DN1400) 530 1415 980 1016 278000 78210 F60
60"(DN1500) 600 1450 1030 1016 314000 89786 F60
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B 900# Lug Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 900Lb

Valve Nominal Size 4"-24"

Design Standard API1609

Test Standard API 598
Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Lug

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name CS g;:sg CESM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 \
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body \ N
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite %ﬂ%’
6 Pin 420 F304 F316 F304 F316 n%
7  Stem Packing PTFE/Graphite 2“%
8  Operator Worm Gear E‘ii

Products Description

1. Triple Offsets, Laminate Seal Ring with HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
DN.ominal Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
4"(DN100) 92 350 180 406 836 210 F14
5"(DN125) 102 395 210 508 1580 348 F16
6"(DN150) 102 410 225 508 2180 500 F16
8"(DN200) 140 455 270 610 4692 923 F16
10"(DN250) 155 510 310 711 6596 1430 F25
12'(DN300) 178 565 340 762 7955 2148 F30
14"(DN350) 290 580 365 812 17838 3025 F30
16"(DN400) 310 610 400 812 23600 4130 F35
18"(DN450) 330 650 445 914 33734 5692 F35
20"(DN500) 350 700 487 914 44707 7430 F40
24"(DN600) 350 920 580 914 67240 10700 F40
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B 150# Double Flange Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.5

Valve Actuator Lever, Worm Gear
Valve Connection Double Flange

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name cs CCFSg CEBSM CFs CFsM
1 Body WCB  WCB WCB CF8  CFaM ]
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 o
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body %
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite §
6 Pin 420 F304 F316 F304 F316 f
7  Stem Packing PTFE/Graphite i
8 Operator Worm Gear = :Z

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
I:l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2"(DN50) 108 210 75 203 26 58 FO7
21/2"(DN65) 112 220 90 203 32 109 FO7
3"(DN80) 114 230 95 203 80 165 Fo7
4"(DN100) 127 240 115 203 142 318 FO7
5'(DN125) 140 296 138 305 264 648 F10
6'(DN150) 140 310 147 305 362 932 F10
8"(DN200) 152 350 185 406 785 1970 F12
10"(DN250) 165 402 215 406 1080 2689 F14
12'(DN300) 178 455 252 508 1510 3930 F14
14"(DN350) 190 505 287 508 2458 5290 F16
16"(DN400) 216 560 317 610 2850 7726 F25
18"(DN450) 222 565 342 610 4536 9856 F25
20"(DN500) 229 605 372 610 5474 12180 F25
24'(DN600) 267 675 440 711 8240 19800 F25
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B 150# Large Size Double Flange Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard API 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Double Flange

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name cs cs

CS CF8 CFaM CF8 CF8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 o
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8 Operator Worm Gear E

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel ToreuE
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I)
(mm) Length (mm) Bottom(mm) (mm) ‘

28'(DN700) 292 770 505 711 11682
30"(DN750) 318 795 528 762 14340
32'(DN800) 318 845 600 762 17856
36"(DN900) 330 875 645 812 23345
40"(DN1000) 410 975 700 812 28200
48'(DN1200) 470 1170 830 914 44400
56"(DN1400) 530 1290 980 914 64240
60"(DN1500) 530 1375 1030 914 73520
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B 300# Double Flange Type Triple Offsets Butterfly Valve

Products Specification

Valve Name

Triple Offsets Butterfly Valve

Pressure Class 300Lb
Valve Nominal Size 2'-24"
Design Standard API609
Test Standard APl 598
Connection Standard ASME B16.5
Valve Actuator Worm Gear

Valve Connection

Valve Structure

Double Flange
Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name cs CCFSg ngM CFs CFsM
1 Body WCB  WCB WCB cre  crem | OS¢ (L==Eel L ]
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 N
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body - )
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite §
6 Pin 420 F304 F316 F304 F316 %
7  Stem Packing PTFE/Graphite §\
8 Operator Worm Gear b 4

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
I:l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2"(DN50) 108 210 82.5 203 78 58 FO7
21/2"(DN65) 112 225 95 203 88 109 FO7
3"(DN80) 114 240 105 203 144 165 Fo7
4"(DN100) 127 255 127.5 203 258 318 FO7
5'(DN125) 140 315 153 305 412 648 F10
6'(DN150) 140 345 178 305 798 682 F12
8"(DN200) 152 400 216 508 1960 1230 F14
10"(DN250) 165 455 247 508 2270 2370 F16
12'(DN300) 178 495 282 610 2780 3520 F16
14"(DN350) 190 55 312 610 5680 4782 F25
16"(DN400) 216 580 349 711 6835 6280 F25
18"(DN450) 222 620 386 762 7356 7980 F30
20"(DN500) 229 670 410 762 10518 10800 F30
24'(DN600) 267 760 491 762 18393 16180 F30

Page 35



N v F® NINGBO VALVE FACTORY

B 300# Large Size Double Flange Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard API 598
Connection Standard ASME B16.47

Valve Actuator Worm Gear

Valve Connection Double Flange

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name CS CC;:SB CESM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 N
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body - /
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite §
6 Pin 420 F304 F316 F304 F316 §
7  Stem Packing PTFE/Graphite E\
8 Operator Worm Gear T i

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel ToreuE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28'(DN700) 292 890 510 812 27478 22410 F35
30"(DN750) 318 930 600 812 32971 27090 F35
32'(DN800) 318 990 630 914 41150 33050 F40
36"(DN900) 330 1050 670 914 53700 42090 F40
40"(DN1000) 410 1120 735 914 68370 48964 F40
48'(DN1200) 470 1180 880 1016 92970 69350 F48
56"(DN1400) 530 1360 940 1016 141600 94390 F48
60"(DN1500) 530 1410 1030 1016 128000 108400 F48
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B 600# Double Flange Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 600Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Double Flange

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name oS CCFSg CESSM - f——
1 Body WCB  WCB WCB CF8  CF8M ]
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 N = = s
4 Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body - A
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite §/
6 Pin 420 F304 F316 F304 F316 §
7  Stem Packing PTFE/Graphite E\
8  Operator Worm Gear = v

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
[l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2"(DN50) 150 225 82.5 203 162 42 FO7
21/2"(DN65) 170 245 95 203 208 72 FO7
3"(DN80) 180 275 105 305 340 107 F10
4"(DN100) 190 275 137.5 406 633 250 F12
5'(DN125) 200 325 165 508 960 416 F12
6'(DN150) 210 385 200 508 1630 600 F16
8"(DN200) 230 435 232 610 3540 1079 F16
10"(DN250) 250 510 277 610 5462 1708 F25
12'(DN300) 270 535 302 610 6018 2620 F25
14"(DN350) 290 617 329 711 10913 4062 F25
16"(DN400) 310 665 432 762 15757 5292 F30
18"(DN450) 330 715 463 812 19805 7395 F35
20"(DN500) 350 730 492 812 25808 9320 F35
24'(DN600) 390 895 525 914 44799 13578 F40
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B 600# Large Size Double Flange Type Triple Offsets Butterfly Valve

Products Specification
Valve Name
Pressure Class
Valve Nominal Size
Design Standard
Test Standard
Connection Standard
Valve Actuator
Valve Connection

Valve Structure

600Lb
28'-60"
API609
AP| 598
ASME B16.47
Worm Gear
Double Flange
Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

Triple Offsets Butterfly Valve

ltem  Part Name CS g;:sg CEEM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 -
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body -
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8 Operator Worm Gear =

Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.

3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from
Diameter Face Pipe Center
(mm) Length (mm)
28'(DN700) 430 925
30"(DN750) 450 965
32'(DN800) 470 1020
36"(DN900) 510 1190
40"(DN1000) 550 1220
48'(DN1200) 630 1280
56"(DN1400) 710 1415
60'(DN1500) 710 1450
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Height from
Pipe Center to
Bottom(mm)

545
565
670
730
735
860
980

1030

Hand wheel
Diameter
(mm)

914
1016
1016
1016
1016
1016
1016

1016

Torque
(N.M)

66593

79506

90160

117500

155240

227000

278000

314000

Cv

20326

23400

26370

32816

40518

57460

78210

89786

—
N

S

777,

N2

Top
Flange
ISO-No.

F40

F48

F48

F48

F6e0

F60

F60

F60
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B 900# Double Flange Type Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 900Lb

Valve Nominal Size 4'-24"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.5

Valve Actuator Worm Gear

Valve Connection Double Flange

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name cs CCFSg CEBSM CFs CFsM
1 Body WCB  WCB WCB crs  crsM | ool O (e ]
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316 o
4 Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite §
6 Pin 420 F304 F316 F304 F316 \
7  Stem Packing PTFE/Graphite §|
8  Operator Worm Gear = A

Products Description

1. Triple Offsets, Laminate Seal Ring with HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
I:l;I_ominaI Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
4"(DN100) 229 350 180 406 836 210 F14
5"(DN125) 267 395 210 508 1580 348 F16
6"(DN150) 267 410 225 508 2180 500 F16
8"(DN200) 292 455 270 610 4692 923 F16
10"(DN250) 330 510 310 711 6596 1430 F25
12'(DN300) 356 5B 340 762 7955 2148 F30
14"(DN350) 381 580 365 812 17838 3025 F30
16"(DN400) 406 610 400 812 23600 4130 F35
18"(DN450) 432 650 445 914 33734 5692 F35
20"(DN500) 457 700 487 914 44707 7430 F40
24"(DN600) 508 920 580 914 67240 10700 F40
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B 150# Butt-welding End Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 2'-24"

Design Standard API1609

Test Standard API 598
Connection Standard ASME B16.25

Valve Actuator Lever, Worm Gear
Valve Connection Welding End

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name CS CC;:Sg CESM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8  Operator Worm Gear

Products Description
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
DN.ominal Face to Height from Height from Hand wheel Torque
iameter Face Pipe Center Pipe Center to Diameter (N.M)
(mm) Length (mm) Bottom(mm) (mm)
2'(DN50) 150 210 75 203 26
21/2"(DN65) 170 220 90 203 32
3'(DN80) 180 230 95 203 80
4"(DN100) 190 240 115 203 142
5'(DN125) 200 296 138 305 264
6'(DN150) 210 310 147 305 362
8"'(DN200) 230 350 185 406 785
10"(DN250) 250 402 215 406 1080
12"(DN300) 270 455 252 508 1510
14"(DN350) 290 505 287 508 2458
16"(DN400) 310 560 317 610 2850
18"(DN450) 330 565 342 610 4536
20"(DN500) 350 605 372 610 5474
24"(DN600) 390 675 440 711 8240
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109
165
318
648
932
1970
2689
3930
5290
7726
9856
12180
19800

Top
Flange
ISO-No.

FO7
FO7
FO7
FO7
F10
F10
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F14
F14
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Fo5
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B 150# Large Size Butt-welding End Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 150Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.25

Valve Actuator Worm Gear

Valve Connection Welding End

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name cs CCFSg ngM CFs CFsM
1 Body WCB WCB WCB CF8 CF8Mm
2 Disc WCB CF8 CF8M CF8 CF8Mm
3 Stem 420 F304 F316 F304 F316
4 Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8  Operator Worm Gear

Products Description
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.

2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel TaiEUE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28"(DN700) 430 770 505 711 11682 27600 F30
30"(DN750) 450 795 528 762 14340 33700 F30
32"(DN800) 470 845 600 762 17856 35800 F30
36"'(DN900) 510 875 645 812 23345 45600 F30
40"(DN1000) 550 975 700 812 28200 65320 F35
48'(DN1200) 630 1170 830 914 44400 96000 F40
56"(DN1400) 710 1290 980 914 64240 139700 F40
60"(DN1500) 710 1375 1030 914 73520 160380 F40
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B 300# Butt-welding End Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 2'-24"

Design Standard API1609

Test Standard API 598
Connection Standard ASME B16.25

Valve Actuator Worm Gear

Valve Connection Welding End

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name CS CC;:Sg CESM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite
6 Pin 420 F304 F316 F304 F316
7  Stem Packing PTFE/Graphite
8  Operator Worm Gear

Products Description
1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
DN.ominal Face to Height from Height from Hand wheel Torque
iameter Face Pipe Center Pipe Center to Diameter (N.M)
(mm) Length (mm) Bottom(mm) (mm)
2'(DN50) 150 210 82.5 203 78
21/2"(DN65) 170 225 95 203 88
3'(DN80) 180 240 105 203 144
4"(DN100) 190 255 127.5 203 258
5'(DN125) 200 315 153 305 412
6'(DN150) 210 345 178 305 798
8"'(DN200) 230 400 216 508 1960
10"(DN250) 250 455 247 508 2270
12"(DN300) 270 495 282 610 2780
14"(DN350) 290 555 312 610 5680
16"(DN400) 310 580 349 711 6835
18"(DN450) 330 620 386 762 7356
20"(DN500) 350 670 410 762 10518
24"'(DN600) 390 760 491 762 18393
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B 300# Large Size Butt-welding End Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 300Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.25

Valve Actuator Worm Gear

Valve Connection Welding End

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name cs CCFSg ngM CFs CFsM
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite —g,
6 Pin 420 F304 F316 F304 F316 E
7  Stem Packing PTFE/Graphite -
8  Operator Worm Gear
Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel TaiEUE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28"(DN700) 430 890 510 812 27478 22410 F35
30"(DN750) 450 930 600 812 32971 27090 F35
32'(DN800) 470 990 630 914 41150 33050 F40
36"'(DN900) 510 1050 670 914 53700 42090 F40
40"(DN1000) 550 1120 735 914 68370 48964 F40
48'(DN1200) 630 1180 880 1016 92970 69350 F48
56"(DN1400) 710 1360 940 1016 141600 94390 F48
60"(DN1500) 710 1410 1030 1016 128000 108400 F48
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B 600# Butt-welding End Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 600Lb

Valve Nominal Size 2'-24"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.25

Valve Actuator Worm Gear

Valve Connection Welding End

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name CS CC;:Sg CESM CFs CE8M
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite g‘
6 Pin 420 F304 F316 F304 F316 ‘ I; -+
7  Stem Packing PTFE/Graphite ‘ 'é
8  Operator Worm Gear 7
Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
DN.ominal Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
2'(DN50) 150 225 82.5 203 162 42 FO7
21/2"(DN65) 170 245 95 203 208 72 FO7
3'(DN80) 180 275 105 305 340 107 F10
4"(DN100) 190 275 137.5 406 633 250 F12
5'(DN125) 200 325 165 508 960 416 F12
6'(DN150) 210 385 200 508 1630 600 F16
8"'(DN200) 230 435 232 610 3540 1079 F16
10"(DN250) 250 510 277 610 5462 1708 F25
12"(DN300) 270 535 302 610 6018 2620 F25
14"(DN350) 290 617 329 711 10913 4062 F25
16"(DN400) 310 665 432 762 15757 5292 F30
18"(DN450) 330 715 463 812 19805 7395 F35
20"(DN500) 350 730 492 812 25808 9320 F35
24"'(DN600) 390 895 525 914 44799 13578 F40
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B 600# Large Size Butt-welding End Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 600Lb

Valve Nominal Size 28"-60"

Design Standard API609

Test Standard APl 598
Connection Standard ASME B16.25

Valve Actuator Worm Gear

Valve Connection Welding End

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name cs CCFSg ngM CFs CFsM
1 Body WCB WCB WCB CF8 CF8M
2 Disc WCB CF8 CF8M CF8 CF8M
3 Stem 420 F304 F316 F304 F316
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite ‘5
6 Pin 420 F304 F316 F304 F316 }’2
7 Stem Packing PTFE/Graphite ;i
8  Operator Worm Gear 5//////;
Products Description

1. Triple Offsets, Laminate Seal Ring with 13Cr/HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
Nominal Face to Height from Height from Hand wheel TaiEUE Top
Diameter Face Pipe Center Pipe Center to Diameter (N?\/I) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) : ISO-No.
28"(DN700) 430 925 545 914 66593 20326 F40
30"(DN750) 450 965 565 1016 79506 23400 F48
32'(DN800) 470 1020 670 1016 90160 26370 F48
36"'(DN900) 510 1190 730 1016 117500 32816 F48
40"(DN1000) 550 1220 735 1016 155240 40518 F60
48'(DN1200) 630 1280 860 1016 227000 57460 F60
56"(DN1400) 710 1415 980 1016 278000 78210 F60
60"(DN1500) 710 1450 1030 1016 314000 89786 F60
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B 900# Butt-welding End Triple Offsets Butterfly Valve

Products Specification

Valve Name Triple Offsets Butterfly Valve
Pressure Class 900Lb

Valve Nominal Size 4"-24"

Design Standard API609

Test Standard API 598
Connection Standard ASME B16.25

Valve Actuator Worm Gear

Valve Connection Welding End

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material
ltem  Part Name CS g;:sg CESM CFs CE8M

1 Body WCB WCB WCB CF8 CF8M

2 Disc WCB CF8 CF8M CF8 CF8M

3 Stem 420 F304 F316 F304 F316 N
4  Seat 13Cr/HF 13Cr/HF 13Cr/HF Body Body *
5 Seal Ring SS304+Graphite  SS316+Graphite  SS304+Graphite

6 Pin 420 F304 F316 F304 F316

7  Stem Packing PTFE/Graphite _
8  Operator Worm Gear N

Products Description

1. Triple Offsets, Laminate Seal Ring with HF Seat, Single Direction Seal effort.
2. Disc and Stem connection, there are two kinds: Pin connection, Key & Pin Connection.
3. Leakage class for positive direction: Class VI.

Dimension
DN.ominal Face to Height from Height from Hand wheel Torque Top
iameter Face Pipe Center Pipe Center to Diameter (N.M) Cv Flange
(mm) Length (mm) Bottom(mm) (mm) ISO-No.
4"(DN100) 190 350 180 406 836 210 F14
5"(DN125) 200 395 210 508 1580 348 F16
6"(DN150) 210 410 225 508 2180 500 F16
8"(DN200) 430 455 270 610 4692 923 F16
10"(DN250) 450 510 310 711 6596 1430 F25
12'(DN300) 470 565 340 762 7955 2148 F30
14"(DN350) 490 580 365 812 17838 3025 F30
16"(DN400) 510 610 400 812 23600 4130 F35
18"(DN450) 530 650 445 914 33734 5692 F35
20"(DN500) 550 700 487 914 44707 7430 F40
24"(DN600) 590 920 580 914 67240 10700 F40
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B High Temperature Triple Offsets Butterfly Valve

Products Specification

Valve Name High Temperature Butterfly Valve
Pressure Class 150Lb 300Lb 600Lb
Valve Nominal Size 4"'-60"4"-60"4"-60"

Design Standard API609, ASME B16.34

Test Standard APl 598

Connection Standard ASME B16.5/ASME B16.47/ASME B16.25
Valve Actuator Worm Gear etc

Valve Connection Double Flange/BW

Valve Structure Triple Offsets

Water, Air, Oil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name
816°C 816°C 595°C 595°C 595°C

1 Body CF8 CF8M WC6 WC9 CK40
2 Disc CF8 CF8M WC6 WC9 CK40
3 Stem XM-19/310H/316H/304H

4  Seat STL

5 Seal Ring XM-19 + Graphite/ceramic fibre

6 Pin XM-19/310H/316H/304H

7  Stem Packing Soft graphite

8  Operator Worm gear/Actuator

Products Description

1. High temperature body and trim material with RT testing.

2. Special structure suit for high temperature working condition.

3. Nice radiator structure avoid high temperature flow to actuator.

4. Special packing structure suit for high temperature working condition and
maintenance.

. Special Seat/Seal structure design make nice seal effort.

. Standard: API609, API1598, ASME B16.34, ASME B16.10.

7. Enough digidity, reliable sealing, nice surface.

o O,
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B High Temperature Triple Offsets Butterfly Valve

Products Specification

Valve Name High Temperature Butterfly Valve
Pressure Class 150Lb 300Lb 600Lb
Valve Nominal Size 4"'-60"4"-60"4"-60"

Design Standard API609, ASME B16.34

Test Standard API 598

Connection Standard ASME B16.5/ASME B16.47/ASME B16.25
Valve Actuator Worm Gear etc

Valve Connection Double Flange/BW

Valve Structure Triple Offsets

Water, Air, Qil, Gas, Steam, etc

Products Main Parts List

Part Material

ltem  Part Name
816°C 816°C 595°C 595°C 595°C

1 Body CF8 CF8M WC6 WC9 CK40
2 Disc CF8 CF8M WC6 WC9 CK40
3 Stem XM-19/310H/316H/304H

4 Seat STL

5 Seal Ring XM-19 + Graphite/ceramic fibre

6 Pin XM-19/310H/316H/304H

7  Stem Packing Soft graphite

8  Operator Worm gear/Actuator

Products Description

1. High temperature body and trim material with RT testing.

2. Special structure suit for high temperature working condition.

3. Nice radiator structure avoid high temperature flow to actuator.

4. Special packing structure suit for high temperature working condition and
maintenance.

. Special Seat/Seal structure design make nice seal effort.

. Standard: API609, API598, ASME B16.34, ASME B16.10.

7. Enough digidity, reliable sealing, nice surface.

o O
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B Cryogenic Service Triple Offsets Butterfly Valve

Products Specification

Valve Name LowTemperature Butterfly Valve J—

Pressure Class 150Lb 300Lb 600Lb 900Lb - 1
Valve Nominal Size 2'-60" 2'-60" 2"'-48" 2'-36"

Design Standard API609

Test Standard API 598

Connection Standard ASME B16.5/ASME B16.47/ASME B16.25

Valve Actuator Worm Gear etc

Valve Connection Double Flange/Wafer/Lug/BW

Valve Structure Triple Offsets

Lowest working temp -196°C

Special medium etc

Products Main Parts List

Part Material

ltem  Part Name
-196°C -196°C -196°C -196°C -46°C

1 Body CF8 CF8M CF3 CF3M LCB

2 Disc CF8 CF8M CF3 CF3M LCB

3 Stem F304 F316 F304L F316L  XM-19/420
4  Seat STL STL STL STL 13Cr/STL
5 Seal Ring 304+Graphite 316+Graphite 304L+Graphite 316L+Graphite 304+Graphite
6 Pin F304 F316 F304L F316L XM-19/420
7  Stem Packing Soft Graphite

8  Operator Worm gear/Actuator

Products Description

. Nice casting or forging body and disc with RT testing.

. Special structure suit for low temperature working condition.

. Extend stem protect actuator working well. r
. Special packing structure suit for low temperature working condition.

. Special Seat/Seal structure design make nice seal effort.
. Standard: API609, AP1598, ASME B16.34, ASME B16.10.
. Enough digidity, reliable sealing, nice surface.

~N O O~ W=
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B Cryogenic Service Triple Offsets Butterfly Valve

Products Specification

Valve Name Low Temperature Butterfly Valve
Pressure Class 150Lb 300Lb 600Lb 900Lb
Valve Nominal Size 5'-48" 5'-48" 5'-36" 5'-36"
Design Standard API609

Test Standard API 598

Connection Standard ASME B16.25

Valve Actuator Worm Gear etc

Valve Connection BW

Valve Structure Triple Offsets

Lowest working temp -196°C

Special medium etc

Products Main Parts List

Part Material

ltem  Part Name
-196°C -196°C -196°C -196°C —46°C

1 Body CF8 CF8M CF3 CF3M LCB

2 Disc CF8 CF8M CF3 CF3M LCB

3 Stem F304 F316 F304L F316L  XM-19/420
4 Seat STL STL STL STL 13Cr/STL

5 Seal Ring 304+Graphite 316+Graphite 304L+Graphite 316L+Graphite 304+Graphite
6 Pin F304 F316 F304L F316L XM-19/420
7  Stem Packing Soft Graphite

8 Operator Worm gear/Actuator

Products Description

1. Nice casting or forging body and disc with RT testing.

2. Special maintenance window structure for maintenance valve and not
Disconnect valve from pipe line.

. Special structure suit for low temperature working condition.

. Extend stem protect actuator working well.

. Special packing structure suit for low temperature working condition.

. Special Seat/Seal structure design make nice seal effort.

. Standard: API1609, API598, ASME B16.34, ASME B16.10.

. Enough digidity, reliable sealing, nice surface.

o N O O bW
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B Flanged Dimensions

=z
0
%)

0.06"

1.6mm

b4

ANSI Class 150Lb/300Lb —
0.06"'(1.6mm) Raised Face Joint Lm

Class 150Lb

NPS 0 © R B D Bolt L LM
in mm in mm in mm mm in in mm in mm QTy. Diam in mm in mm
2 50 6.00 152.4 0.75 19.1 3.62 91.9 4.75 120.7 0.75 191 5/8 3.25 82.6 2.75 69.9
1/2 65 7.00 177.8 0.88 22.4 412 104.6 5.50 139.7 0.75 19.1 5/8 3.50 88.9 3.00 76.2
3 80 7.50 190.5 0.94 23.9 5.00 127.0 6.00 152.4 0.75 19.1 5/8 3.50 88.9 3.00 76.2
4 100 9.00 2286 094 239 6.19 1572 750 1905 0.75 19.1 3.50 88.9 3.00 76.2
5 125 10.00 2540 097 239 7.31 1857 850 2159 0.88 22.4 34 3.75 95.3 3.25 82.6
6 150 11.00 279.4 1.00 25.4 850 2159 950 2413 0.88 22.4 34 400 1016 325 82.6
8 200 13.50 3429 1.12 28.4 10.62  269.7 11.75 298.5 0.88 22.4 8 3/4 4.25 108.0 3.50 88.9
10 250 16.00 406.4 1.19 302 1275 3239 1425 3620 1.00 254 12 718 450 1143 400 1016
12 300 19.00 4826 1.25 318 1500 381.0 17.00 4318 1.00 25.4 12 18 475 1207 400 1016
14 350 21.00 5334 1.38 35.1 16.25 4128 1875 4763 1.12 28.4 12 1 525 1334 450 1143
16 400 23.50 596.9 1.44 36.6 1850 4699 2125 539.8 1.12 28.4 16 1 5.25 133.4 4.50 114.3
18 450 25.00 635.0 1.56 39.6 21.00 5334 2275 577.9 1.25 31.8 16 11/8 .78 146.1 5.00 127.0
20 500 2750 6985  1.69 429 2300 5842 2500 6350 125 31.8 20 1178 625 1688 550 139.7
24 600 3200 8128 1.88 478 2725 6922 2950 7493 1.38 35.1 20 11/4 6.75 1715 6.00 1524
26 650 3425 870.0 269 68.3 2950 749.3 3175 8065 1.38 35.1 24 1174 825 2096 750 190.5
28 700 36.50 9271 2.81 71.4 3150 800.1 34.00 863.6 1.38 35.1 28 11/4 8.50 215.9 7.75 196.9
30 750 38.75 984.3 2.94 74.7 33.75 8573 36.00 9144 1.38 35.1 28 11/4 9.00 228.6 8.00 203.2
32 800 4175 10605 3.18 80.8 36.00 9144 3850 9779 162 41.1 28 1172 975 2477 875 2223
34 850 4375 11113 325 826 38.00 9652 4050 1028.7 1.62 41.1 32 112 1000 2540 9.00 2286
36 900 46.00 1168.4 3.56 90.4 40.25 10224 4275 10859 1.62 411 32 112 1050 2667 950 2413

[eoliNecliNe o RENSSEEN N SN
(<
==
[e9)

Class 300Lb

NPS O C R B D Bolt L LRTJ LM
in mm in mm in mm mm in in mm in mm  QTY. Diam in mm in mm in mm
2 50 650 1651 088 224 362 919 500 1270 075 19.1 8 S8 350 889 400 1016 3.00 6.2
112 65 750 1905 1.00 254 412 1046 588 1494 088 224 8 34 400 1016 450 1143 325 826
3 80 825 2096 1.12 284 500 1270 662 1681 0.88 22.4 8 34 425 108.0 475 120.7 350 88.9
4 100 10.00 2540 125 318 6.19 1572 7.88 2002 0.88 22.4 8 3/ 450 1143 500 1270 375 Cs.8
5 1256 11.00 2794 138 351 7.31 1857 925 2350 0.88 22.4 8 3/ 475 1207 525 1334 425 108.0
6 150 1250 3175 144 366 850 2159 1062 269.7 088 224 12 34 475 1207 550 139.7 425 108.0
8 200 1500 3810 162 411 1062 269.7 13.00 3302 1.00 254 12 78 550 139.7 6.00 1524 475 120.7
10 250 1750 4445 188 478 1275 3239 1525 3874 112 284 16 1 6.25 1588 6.75 1715 550 139.7
12 300 2050 520.7 200 508 1500 381.0 17.75 4509 1.25 31.8 16 11/8 6.75 1715 725 1842 575 1461
14 350 23.00 5842 212 538 1625 4128 2025 5144 125 318 20 11)8 700 1778 750 1905 6.25 158.8
16 400 2550 6477 225 572 1850 4699 2250 5715 138 351 20 114 750 1905 800 2032 650 165.1
18 450 28.00 7112 238 605 2100 5334 2475 6287 138 351 24 114 775 1969 825 2096 675 1715
20 500 3050 7747 250 635 23.00 5842 2700 6858 1.38 35.1 24 1114 800 2032 875 2223 725 184.2
24 600 36.00 9144 275 699 2725 6922 3200 8128 162 411 24 112 900 2286 1000 254.0 800 203.2
26 650 3825 9716 3.12 792 2950 7493 3450 8763 1.75 4.5 28 1518 1025 2604 11.25 2858 9.25 235.0
28 700 40.75 1035.1 338 859 3150 800.1 37.00 939.8 175 445 28 15/8 1075 2731 1175 2985 9.75 247.7
30 750 43.00 1092.2 3.62 919 3375 8573 3925 997.0 1.88 4738 28 134 1150 292.1 1250 317.5 1050 266.7
32 800 4525 11494 388 98.6 36.00 9144 4150 1054.1 2.00 50.8 28 17/8 1225 3112 1350 3429 1125 2858
34 850 4750 1206.5 4.00 101.6 38.00 9652 4350 11049 200 50.8 28 17/8 12.75 3239 1375 3493 1175 2985
36 900 50.00 1270.0 4.12 1046 4025 10224 46.00 11684 212 538 32 2 1325 3366 1425 3620 1225 3112
a) NPS 24" and smailler flanged ends by ANSI B16.5, NPS 26" and larger by MSS SP-44.
b) Flange of 150Lb and 300Lb with the raised face of 0.06(1.6mm) is included in the smallest flange thickness C.
c) The lengin L of the double-end bolt don't include the terminal length.
e) Flange gasket of the matching flange ASME B16.20
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B Flanged Dimensions
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ANSI Class 600Lb/900Lb ANSI Class 600Lb/900Lb
0.25"(6.4mm) Raised Face Joint Male & Female
Class 600Lb
NPS O C R B D Bolt L LRTY Lm
in mm in mm in mm mm in in mm in mm  QTY. Diam in mm in mm in mm

2 50 650 1651 1.00 254 362 919 500 1270 075 191
212 65 750 1905 112 284 412 1046 588 1494 088 224
3 80 8256 2096 125 318 500 1270 662 168.1 088 224 3/4 500 1270 5.00 127.0 475 1207
4 100 1076 2731 160 381 6.19 1572 850 2159 100 254 /s 575 1461 5675 1461 550 139.7
5 126 13.00 3302 175 445 731 1857 1050 2667 112 284 8 1 6.50 165.1 6.50 1651 6.25 1588
6 150 1400 3556 188 478 850 2159 1150 2921 112 284 12 1 6.75 1715 6.75 1715 650 1651
8 200 16.50 4191 219 556 1062 269.7 1375 3493 125 318 12 1/ 750 1905 750 1905 7.25 184.2
10 250 20.00 5080 250 635 1275 3239 17.00 4318 1.38 351 16 12 850 2159 850 2159 825 209.6
12 300 22.00 5588 262 665 1500 3810 19.25 4890 1.38 351 20 12 875 2223 875 2223 850 2159
14 350 2375 6033 275 699 1625 4128 2075 527.1 150 38.1 20 13/8 925 2350 925 2350 9.00 228.6
16 400 27.00 6858 3.00 762 1850 4699 2375 603.3 162 41.1 20 11/8  10.00 254.0 10.00 254.0 9.75 247.7
18 450 2925 7430 325 826 2100 5334 2575 6541 175 445 20 15/ 10.75 2731 10.75 273.1 10.50 266.7
20 500 32.00 8128 350 889 2300 5842 2850 7239 175 445 24 15/ 11.25 2858 1150 292.1 11.00 279.4
24 600 37.00 939.8 4.00 101.6 2725 6922 33.00 8382 200 508 24 17/s  13.00 330.2 13.25 336.6 1275 323.9
26 650 40.00 1016.0 4.25 108.0 29.50 749.3 36.00 9144 200 50.8 28 17/ 14.00 355.6 14.00 355.6 13.75 349.3
28 700 4225 1073.2 438 1113 3150 800.1 38.00 9652 212 53.8 28 2 1450 3683 1450 368.3 14.25 362.0
30 750 4450 1130.3 450 1143 3375 8573 4025 10224 212 53.8 28 2 156.00 381.0 14.75 3747 1475 3747
32 800 47.00 1193.8 4.62 117.3 36.00 9144 4250 1079.5 238 60.5 28 21/ 1500 393.7 15.75 400.1 15225 387.4
34 850 49.00 1244.6 4.75 120.7 3800 9652 4450 1130.3 238 60.5 28 214 16.25 4128 16.25 4128 16.00 406.4
36 900 51.756 13145 4.88 1240 40.25 1022.4 47.00 11938 262 66.5 28 212 1575 400.1 16.75 4255 1550 393.7

5/8 425 1080 425 108.0 400 1016
3/4 475 120.7 475 1207 450 1143

@ o 0 0o

Class 900Lb

NPS O C R B D Bolt L LrTJ Lm

in mm in mm in mm mm in in mm in mm  QTY. Diam in mm in mm in mm
/8 575 1461 575 146.1 550 139.7
1 6.25 158.8 6.25 1588 6.00 1524

2 50 850 2159 150 381 362 919 650 1651 1.00 254
212 65 962 2443 162 411 412 1046 750 1905 112 284
3 80 950 2413 150 381 500 1270 750 1905 1.00 254 /8 575 146.1 575 1461 550 139.7
4 100 1160 2921 175 445 6.19 1572 925 2350 125 318 11/s 675 17156 6.75 1715 6.50 165.1
5 126 1376 3493 200 508 731 1857 1100 2794 138 351 8 114 750 1905 750 1905 725 1842
6 150 1500 3810 219 5566 850 21569 1250 3175 125 318 12 11/s 750 1905 7.75 1969 7.25 1842
8 200 1850 4699 250 635 1062 269.7 1550 393.7 150 38.1 12 13/ 875 2223 875 2223 850 2159
10 250 2150 5461 275 699 1275 3239 1850 4699 150 38.1 16 13/g 925 2350 925 2350 9.00 228.6
12 300 2400 6096 3.12 792 1500 3810 21.00 5334 150 38.1 20 13/g  10.00 254.0 10.00 254.0 9.75 247.7
14 350 2525 6414 338 859 1625 4128 2200 5588 162 41.1 20 112 1076 2731 11.00 279.4 1050 266.7
16 400 27.75 7049 350 889 1850 469.9 2425 6160 175 445 20 15/ 11.26 2858 1150 292.1 11.00 279.4
18 450 31.00 787.4 4.00 101.6 21.00 5334 27.00 6858 200 50.8 20 17/s 12756 3239 1325 336.6 1250 317.5
20 500 33756 857.3 425 108.0 2300 5842 2950 7493 212 538 20 2 13.75 3493 1425 3620 1350 3429
24 600 41.00 1041.4 550 139.7 2725 6922 3550 901.7 262 66.5 20 212 1725 4382 1800 4572 17.00 4318

a) NPS 24" and smailler flanged ends by ANSI B16.5, NPS 26" and larger by MSS SP-44.

b) Flange of 600Lb and 900Lb with the raised face of 0.25(6.4mm) is included in the smallest flange thickness C.
c) The lengin L of the double—end bolt don't include the terminal length.

e) Flange gasket of the matching flange ASME B16.20

® o 0 o
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B Flanged Dimensions

6] ] | ] [
(I ™ T ™
B g ymil (1 ymil
E s B L L]
NPS | E i
[SUARSY
Oy ©
| © I
\ e 1 =N ']
/\Jr—’\ D I 1
L LmFm
ANSI Class 1500Lb/200Lb ANSI Class 1500Lb/2500Lb
0.25"(6.4mm) Raised Face Joint Male & Female
Class 1500Lb
NPS O C R B D Bolt L LRrTY Lm
in mm in mm in mm mm in in mm in mm  QTY. Diam in mm in mm in mm

2 50 850 2159 150 381 362 919 650 1651 1.00 254
212 65 962 2443 162 411 412 1046 750 1905 112 284
3 80 1050 266.7 188 478 500 1270 800 2032 125 318 11/g 700 1778 700 1778 675 1715
4 100 1225 3112 2.12 538 6.19 1572 950 2413 138 351 14 775 1969 775 1969 7.50 190.5
5 126 1475 3747 288 732 731 1857 11560 2921 162 411 8 112 975 2477 975 2477 950 2413
6 150 15660 3937 325 826 850 21569 1250 3175 150 38.1 12 13/s  10.25 260.4 10.50 266.7 10.00 254.0
8 200 19.00 4826 3.62 919 1062 269.7 1550 3937 175 445 12 18/ 1150 2921 1275 3239 1125 2858
10 250 23.00 5842 425 108.0 1275 3239 19.00 4826 200 50.8 12 17/s 13256 336.6 13.50 3429 13.00 330.2
12 300 26.50 6731 4.88 1240 15.00 3810 2250 5715 212 538 16 2 1475 3747 1525 3874 1450 368.3
14 350 29.50 7493 525 1334 1625 4128 25.00 6350 238 60.5 16 214 16.00 406.4 16.75 4255 15.75 400.1
16 400 3250 8255 575 146.1 1850 4699 2775 7049 262 66.5 16 212 1750 4445 1850 469.9 17.25 4382
18 450 36.00 9144 638 162.1 21.00 5334 3050 7747 288 732 16 23/4 1950 4953 20.75 527.1 19.25 489.0
20 500 3875 9843 7.00 177.8 23.00 5842 3275 8319 312 792 16 3 21256 5398 2225 5652 21.00 5334
24 600 46.00 1168.4 8.00 203.2 27256 6922 39.00 990.6 362 919 16 312 2425 616.0 2550 647.7 2400 609.6

/s 575 146.1 575 1461 550 139.7
1 625 1588 6.26 1568.8 6.00 1524

©® o o o

Class 2500Lb
NPS (0] C R B D Bolt L LRTY Lm
in mm in mm in mm mm in in mm in mm  QTY. Diam in mm in mm in mm
2 50 925 2350 200 508 362 919 675 1715 112 284 8 1 700 1778 7.00 1778 6.75 1715

212 65 1050 266.7 225 572 412 1046 775 1969 125 318 8 16 775 1969 800 2032 750 190.5
3 80 1200 3048 262 665 500 1270 9.00 2286 138 351 8 14 875 2223 900 2286 850 2159
4 100 1400 3556 300 762 6.19 1572 10.75 2731 162 411 8 112 10.00 254.0 10.25 260.4 9.75 247.7
5 126 1650 4191 362 919 731 1857 1275 3239 188 478 8 134 1175 2985 1225 3112 1150 292.1
6 150 19.00 4826 425 1080 850 2159 1450 3683 212 538 8 2 13.50 3429 14.00 355.6 13.25 336.6
8 200 21.756 5525 500 127.0 1062 269.7 1725 4382 212 538 12 2 15.00 381.0 1550 393.7 14.75 3747
10 250 26.50 6731 6.50 165.1 1275 3239 2125 5398 262 66.5 12 21/2 19.25 489.0 20.00 508.0 19.00 482.6

12 300 30.00 762.0 7.25 1842 1500 381.0 2438 6193 288 73.2 12 234 2125 539.8 22.00 5588 21.00 533.4

a) NPS 24" and smailler flanged ends by ANSI B16.5, NPS 26" and larger by MSS SP-44.

b) Flange of 1500Lb and 2500Lb with the raised face of 0.25(6.4mm) is included in the smallest flange thickness C.
c) The lengin L of the double—end bolt don't include the terminal length.

e) Flange gasket of the matching flange ASME B16.20
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B Flanged Dimensions
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Ring-Joint Flanged Ends

1 2l Al B | @ 7| 6 9 10 11 12 13 14 15 16 17
ANSI Class-Lb Annular Groove K
150 300 600 900 1500 2500 No. P E F R 150Lb 300Lb/600Lb 900Lb 1500Lb 2500Lb
NPS in. . mMm.  in. MM in. MM jn. MM jh. MM in. MM in. MM in. MM in. mm
2 R22 3250 8255 0250 635 0344 874 003 076 400 101.60
2 2 R23 3250 8255 0312 792 0469 1191 003 0.76 425 107.95 450 114.30
2 R24 3750 9525 0312 7.92 0469 1191 003 0.76 4.88 123.95

2 R26 4.000 101.60 0.312 7.92 0469 1191 003 0.76 5.00 127.00 525 133.35

21/ R25 4.000 101.60 0250 635 0.344 874 003 076 475 120.65
212 210 R26 4.000 101.60 0.312 7.92 0469 1191 003 0.76 500 127.00 525 133.35
212 R27 4250 107.95 0.312 792 0469 1191 003 0.76 538 136.65
22 R28 4.375 11113 0.375 953 0531 1349 003 0.76 5.88 149.35

3 R29 4500 114.30 0250 635 0.344 874 003 076 525 133.35
3 3 3 R31 4.875 12383 0.312 7.92 0469 1191 003 0.76 575 146.05 6.12 155.45
3 R32 5000 127.00 0.375 9.53 0531 1349 006 152 6.62 168.15

4 R36 5.875 14923 0.250 635 0.344 874 003 076 6.75 171.45
4 4 4 R37 5875 149.23 0312 7.92 0469 1191 003 076 6.88 174.75 7.12 180.85
4 R38 6.188 157.18 0.438 11.13 0656 1666 006 1.52 8.00 203.20
4 R39 6375 16193 0.312 7.92 0469 1191 003 0.76 762 193.55

5 R40 6.750 17145 0250 635 0.344 874 003 076 7.62 193.55
5 5 5 R41 7.125 18098 0.312 7.92 0469 1191 003 0.76 825 20955 850 21590
5 R42 7500 19050 0500 1270 0.781 19.84 006 152 9.50 241.30
5 R44 7.625 19368 0.312 7.92 0469 1191 003 0.76 9.00 228.60

6 R43 7.625 19368 0250 635 0.344 874 003 076 862 218.95
6 6 6 R45 8312 21112 0.312 7.92 0469 1191 003 0.76 9.50 241.30 9.50 241.30
6 R46 8312 211.12 0.375 953 0531 1349 006 152 9.75 24765
6 R47 9.000 228.60 0500 1270 0.781 19.84 006 1.52 11.00 279.40

8 R48 9.750 247.65 0.250 635 0344 874 003 076 10.75 273.05
8 8 8 R49 10.625269.88 0.312 7.92 0469 1191 0.03 0.76 11.88 301.75 12.12 307.85
8 R50 10.625269.88 0438 11.13 0656 1666 006 152 12.50
8 R51 11.000279.40 0562 14.27 0906 23.01 006 152 13.38 339.85
a) Please to see FLANGE ENDS for other connection dimension.
b) Flange metal ring gasket of the matching flange ASME B16.20.
c) For the specification of NPS 2 ~ 21/2" of 900Lb will adopt the dimension of 1500Lb.
e) The length LRTJ of the double—end bolt don't include the terminal length.
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B Flanged Dimensions

‘ Octagonal Ring ! It
‘ | |

N/ =008(A<0875)

- r=0.09"(A>0.875")
Oval Ring . ED: 23° c r=1.6mm(A<22.3mm) —

r=2.4mm(A > 22.3mm))
K Octagonal Ring /
P F 23
NPS . Oval Ring
@ m N —
| 2 = =
‘ ] 1
£~ 3 LRr1y

Ring-Joint Flanged Ends

1 2l Al Bl @ 7| 6 9 10 11 12 13 14 15 16 17
ANSI Class-Lb Annular Groove K

150 300 600 900 1500 2500 No P E F R 150Lb 300Lb/600Lb 900Lb 1500Lb 2500Lb

NPS " in. mMm. n. MM, in. MM, n. MM, n. MM, in. MM, n. MM, in. MM, in, mm.
10 R52 12.000304.80 0.250 635 0.344 874 003 0.76 13.00 330.20

10 10 10 R53 12.750323.85 0.312 792 0469 1191 003 0.76 14.00 355.60 14.25 361.95
10 R54 12.750323.85 0.438 11.13 0.656 16.66 0.06 152 462 371.35
10 Rb55 13.500342.90 0688 17.48 1.188 30.18 0.09 229 16.75 425.45

12 R56 15.000381.00 0.250 6.35 0344 874 003 0.76 16.00 406.40
12 12 12 R57 15.000381.00 0.312 7.92 0469 1191 003 0.76 16.25 412.75 16.50 419.10
12 R58 15.000381.00 0.562 14.27 0.906 23.01 0.06 1.52 17.25 438.15
12 R60 16.000406.40 0688 1748 1.312 3332 009 229 19.50 495.30

14 R59 15.625396.88 0.250 6.35 0344 874 003 0.76 16.75 425.45
14 14 R61 16.500419.10 0.312 792 0469 1191 003 0.76 18.00 457.20
14 R62 16.500 419.10 0.438 11.13 0.656 16.66 0.06 1.52 18.38 466.85
14 R63 16.500419.10 0625 1588 1.062 2697 009 229 19.25 488.95

=

16 R64 17.875454.03 0.250 6.35 0.344 874 003 076 19.00 482.60
16 16 R65 18.500469.90 0.312 792 0469 1191 003 0.76 20.00 508.00
16 R66 18.500 469.90 0.438 11.13 0.656 16.66 0.06 1.52 20.62 523.75
16 R67 18.500469.90 0.688 1748 1.188 30.18 0.09 229 21.50 546.10

18 R68 20.375517.53 0.250 635 0.344 874 003 076 2150 546.10
18 18 R69 21.000533.40 0.312 7.92 0469 1191 0.03 0.76 2262 574.55
18 R70 21.000533.40 0.500 1270 0.781 19.84 006 1.52 23.38 593.85
18 R71 21.000 533.40 0.688 17.48 1.188 30.18 0.09 2.29 24.12 612.65

iy

20 R72 22.000558.80 0.250 6.35 0344 874 003 0.76 2350 596.90
20 20 R73 23.000584.20 0.375 953 0.531 1349 006 152 25.00 635.00
20 R74 23.000584.20 0.500 1270 0.781 1984 006 1.52 25.50 647.70
20 R75 23.000 584.20 0.688 17.48 1.312 3332 0.09 229 26.50 673.10

24 R76 26.500673.10 0.250 6.35 0344 874 003 076 2800 711.20
24 24 R77 27.250692.15 0438 11.13 0.656 1666 006 1.52 29.50 749.30
24 R78 27.250692.15 0625 1588 1.062 2697 009 229 30.38 771.65
24 R79 27.250692.15 0.812 2062 1.438 3653 009 229 31.25 793.75
a) Please to see FLANGE ENDS for other connection dimension.
b) Flange metal ring gasket of the matching flange ASME B16.20.
c) For the specification of NPS 2 ~ 21/2" of 900Lb will adopt the dimension of 1500Lb.
e) The length LRTJ of the double—end bolt don't include the terminal length.
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B Flanged Dimensions
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Ring-Joint Flanged Ends

1 2l Al B | @ 7| 6 25 26 27 28 29 30 31 32 33 33
ANSI Class-Lb Annular Groove LR

150 300 600 900 1500 2500 No A B H 0 150Lb 300Lb 600Lb 900Lb 1500Lb 2500Lb

NPS " n. mm. in, MM jn. MM, n. MM n. MM n. MM, n. MM, in. MM, §n. mm.in. mm.
2 R22 0313 795 056 1422 050 1270 0206 523 375 9525
2 2 R23 0438 1113 069 1753 063 16.00 0305 7.75 400 101.60 4.25 107.95
2 R24 0438 1113 069 1753 063 1600 0305 7.75 575 1405

2 R26 0438 1113 069 1753 063 16.00 0305 7.75 7.00 177.80

212 R25 0313 795 056 1422 050 1270 0206 523 4.00 101.60
22 212 R26 0438 1113 069 1753 063 1600 0305 7.75 450 11430 475 12065 7.00 177.80
212 R27 0438 1113 069 1753 063 1600 0305 7.75 6.25 158.75
212 R28 0500 1270 056 1422 069 1753 0341 866 800 203.20

3 R29 0313 795 069 1753 050 1270 0206 523 4.00 101.60
3 3 3 R31 0438 1113 069 1753 063 1600 0305 7.75 475 12065 500 127.00 575 146.05
3 R32 0500 1270 075 1905 069 1753 0.341 866 9.00 22860
3 R35 0438 1113 069 1753 063 1600 0305 7.75 7.00 177.80

4 R36 0313 795 056 1422 050 1270 0206 523 400 101.60
4 4 4 R37 0438 1113 069 1753 063 1600 0305 7.75 500 12700 575 14605 6.75 17145
4 R38 0625 1588 0.88 2235 081 2057 0413 10.49 10.25 260.35
4 R39 0438 1113 069 1753 063 1600 0305 7.75 7.75 196.85

5 R40 0313 795 056 1422 050 1270 0206 523 425 107.95
5 5 5 R41 0438 11.13 069 1753 063 16.00 0305 7.75 525 13335 650 165.10 7.50 190.50
5 R42 0750 1905 100 2540 094 2388 0485 1232 12.25 31115
5 R44 0438 1113 069 1753 063 16.00 0305 7.75 9.75 24765

6 R43 0313 795 056 1422 050 1270 0206 523 450 114.30
6 6 6 R45 0438 1113 069 1753 063 1600 0305 7.75 550 139.70 6.75 171.45 7.75 196.85
6 R46 0500 1270 0.75 1905 069 1753 0341 8.66 10.50 266.70
6 R47 0750 1905 100 2540 094 2388 0485 12.32 14,00 355.60

8 R48 0313 795 056 1422 050 1270 0206 523 475 12065
8 8 8 R49 0438 1113 069 1753 063 16.00 0305 7.75 6.00 15240 7.75 196.85 875 22225
8 R50 0625 1588 088 2235 081 2057 0413 1049 12.75 323.85
8 R51 0875 2223 113 2870 106 2692 0583 14.81 15.50 393.70

a) Please to see FLANGE ENDS for other connection dimension.

b) Flange metal ring gasket of the matching flange ASME B16.20.

c) For the specification of NPS 2 ~ 21/2" of 900Lb will adopt the dimension of 1500Lb.

e) The length LRTJ of the double—end bolt don't include the terminal length.
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B Flanged Dimensions
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Ring-Joint Flanged Ends

1 2l Al B | @ 7| 6 25 26 27 28 29 30 31 32 33 33
ANSI Class-Lb Annular Groove LR

150 300 600 900 1500 2500 No A B H 0 150Lb 300Lb 600Lb 900Lb 1500Lb 2500Lb

NPS " n. mm. in, MM, in. MM n. MM n. MM n. MM, n. MM, n, MM, §n. mm. in. mm.
10 R52 0313 795 056 1422 050 1270 0206 523 500 127.00

10 10 10 R53 0438 11.13 1113 1753 063 16.00 0305 7.75 6.75 17145 850 21590 9.25 234.95
10 R54 0625 1588 1588 2235 0.81 2057 0.413 1049 13.50
10 RbB5 1.125 2858 2858 3658 1.38 3505 0.780 19.81 20.00 508.00

12 R56 0313 795 795 1422 050 1270 0206 523 525 133.35
12 12 12 R57 0438 11.13 1113 1753 063 16.00 0305 7.75 7.25 184.15 875 222.25 10.00 254.00
12 R58 0.875 2223 2223 2870 106 2692 0.583 14.81 15.25 387.35
12 R60 1250 3175 3175 3962 150 3810 0.879 22.33 22.00 558.80

14 R59 0313 795 795 1422 050 1270 0206 523 575 146.05
14 14 R61 0438 1113 1113 1753 063 1600 0305 7.75 750 19050 9.25 234.95
14 R62 0625 1588 1588 2235 081 2057 0.413 10.49 11.00 279.40
14 R63 1.000 2540 2540 3327 125 3175 0681 17.30 16.75 425.45

16 R64 0313 795 795 1422 050 1270 0205 521 575 146.05
16 16 R65 0438 1113 1113 1753 063 1600 0305 7.75 8.00 203.20 10.00 254.00
16 R66 0625 1588 1588 2235 081 2057 0413 10.49 11.50 292.10
16 R67 1125 2858 2858 3658 1.38 3505 0.780 19.81 18.50 469.90

18 R68 0313 795 795 1422 050 1270 02506 523 625 158.75
18 18 R69 0438 11.13 11.13 1753 063 16.00 0305 7.75 8.25 209.55 10.75 273.05
18 R70 0750 19.05 19.05 2540 094 2388 0485 12.32 13.25 336.55
18 R71 1.125 2858 2858 36.58 138 3505 0.780 19.81 20.75 527.06

20 R72 0313 795 795 1422 050 1270 0203 523 6.75 17145
20 20 R73 0500 1270 1270 19.05 069 1753 0341 8.66 8.75 22225 11.50 292.10
20 R74 0750 19.05 19.05 2540 094 2388 0485 12.32 14.25 361.95
20 R75 1250 31.76 31.75 3962 150 3810 0.879 22.33 22.25 565.15

24 R76 0313 795 795 1422 050 1270 0206 523 7.25 184.15
24 24 R77 0625 1588 1588 2235 081 2057 0413 1049 10.00 254.00 13.25 336,55
24 R78 1000 2540 2540 3327 125 3175 0681 17.30 18.00 457.20
24 R79 1375 3493 3493 4445 163 4140 0977 24.82 2550 647.70
a) Please to see FLANGE ENDS for other connection dimension.
b) Flange metal ring gasket of the matching flange ASME B16.20.
c) For the specification of NPS 2 ~ 21/2" of 900Lb will adopt the dimension of 1500Lb.
e) The length LRTJ of the double—end bolt don't include the terminal length.
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